
 
 
 

 

      

DECLARATION OF PERFORMANCE  
Declaration of Performance Number: 

PLC-DOP-05 

 

  

1. Unique Identification code of the Product Type:     

SECOLITE® Joint Adhesive 

  

2. Intended of Use/es:   

Secolite® Joint Adhesive is used to seal joints between cement board panels 

installed in interior and exterior building elements. 

  

3. Manufacturer:  

PLACACEM Lda.  

Zona Industrial de Vagos, Lotes 50, 52 

3840-385, Vagos  

Portugal  

  

4. Name of the authorized representative whose mandate covers the tasks 

specified in Article 12, Paragraph 2:  

 

N/A 

 

5. Systems/s of assessment and verification of constancy of performance:  

 

AVCP System 4 and System 3 

  

6. Notified Body and Harmonized Standard:  

 

IFT Rosenheim 0757 (reaction to fire), EN 15651-1-2012-12 
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3840-385 VAGOS - PORTUGAL 

 

T +351 234 109 346 
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7. Declared Performance 

 

Essential Characteristic Performance Value Harmonized Standard 

Reaction to Fire Class E  

 

 

EN 25651-1:2012-12 

Release of Chemicals See SDS 

Water Tightness and Air Tightness 

Resistance to Flow < 3 mm 

Elongation at Rupture > 25% 

Loss of Volume < 45% 

Durability Pass 

 

8. The Performance of the Product identified above is in conformity with the 

declared performance. This declaration of performance is issued under the sole 

responsibility of the manufacturer identified in the point 3.  

  

Kent Douglas Ward  
Managing Partner – Director 

R&D   
  

 PLACACEM LDA 

 Vagos, (Aveiro), Portugal 

April 20, 2021  

  

  

Signed for and on behalf the manufacturer,   

  

  
  

https://d.docs.live.net/40fc7af9111da925/Documents/Cement%20Board/Marketing/DOP/www.secolite.eu

